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A dedicated and secured communication network is required between
Sanitation Districts of Los Angeles County (LACSD) and the stormwater
& dry weather flow diversion facility (facility). The permittee shall provide:
(1) a pre-designed and approved telemetry system within a separate
lockable enclosure, (2) one Compact Logix PLC, and (3) one Verizon
LTE Wireless cellular router for the facility. LACSD will provide a mobile
phone SIM card to accommodate the cellular connection from the facility
to a LACSD secured network communicating to a designated PLC at the
central control location.Diversion Enclosure

A dedicated and secured communication network is required between the 
Sanitation Districts of Los Angeles County (LACSD) and the diversion facility. 
 
The permittee shall provide: 
·  A pre-designed and approved telemetry system within a separate 
     lockable enclosure, 
·  One Compact Logix PLC, 
·  One Verizon LTE Wireless cellular router for the facility. 
 
LACSD shall provide:  
 
 
 
 
Special charges associated with maintaining the telemetry system at the site 
along with telecommunication service charges to operate the dedicated
communication network may be assessed and shall be paid for by the permittee. 

·  A mobile phone SIM card to accommodate the cellular connection from the 
   facility to a LACSD secured network communicating to a designated PLC at 
   the central control location.

LACSD Enclosure

lockable
enclosure. Sample panel layout and interconnection plans are provided herein.
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Notes:
1. A dedicated and secured communication network is required between the Sanitation
    Districts and the Diversion facility.

2. Special charges associated with maintaining the telemetry system at the site, along with 
    telecommunication service charges to operate the dedicated communication network, 
    may be assessed and shall be paid for by the permittee.

3. The permittee shall provide:
-  A compliant and approved telemetry system within a separate lockable enclosure. A
   sample panel layout and interconnection plans are attached. 
-  One Compact Logix PLC
-  One Verizon LTE Wireless cellular router for the facility.

4. The Sanitation Districts shall provide:
-  A mobile phone SIM card to accommodate the cellular connection from the facility to an 
   LACSD secured network communicating to a designated PLC at the central control location.
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